
3M™ Electrical Tapes 

The Electrical Tape
For critical everyday and moist, 
corrosive or tough industrial 
environments

Scotch® Super 33+™

Professional Grade Vinyl Electrical Tape



3M™ Electrical Tapes 

Medium to Industrial Use

Moist & Corrosive Environments

Extreme Temperatures

Excellent Stretch & Adhesion

Electrical Markets Division
Austin, TX 78726 USA
Phone 1-800-245-3573
Web 3M.com/electricaltape

Important Notice

Before using this product, you must evaluate it and 
determine if it is suitable for your intended application.  You 
assume all risks and liability associated with such use. 

Warranty; Limited Remedy; Limited Liability.

3M’s product warranty is stated in its Product Literature 
available upon request.  3M MAKES NO OTHER 
WARRANTIES INCLUDING, BUT NOT LIMITED TO, ANY 
IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS 
FOR A PARTICULAR PURPOSE.  If this product is defective 
within the warranty period stated above, your exclusive 
remedy shall be, at 3M’s option, to replace or repair the 3M 
product or refund the purchase price of the 3M product.  
Except where prohibited by law, 3M will not be liable for 
any direct, indirect, special, incidental or consequential loss 
or damage arising from this 3M product, regardless of the 
legal theory asserted.

For your most demanding electrical 
construction and maintenance and repair 
jobs and the most reliable performance 
and quality, turn to Scotch® Super 
33+™ Vinyl Electrical Tape. Its unique 
combination of aggressive pressure-
sensitive, rubber resin adhesive and 
elastic PVC backing offers both 
moisture-tight electrical and mechanical 
protection. And its excellent strength, 
flexibility and ability to recover means it 
can stretch up to 250% without breaking.

Product Highlights:
 · When you see the gold core, you have found 

the gold standard in electrical tape

 · Stretch and flexibility to conform to 
odd shapes and create nice, tight seals 
for electrical connections and critical 
applications

 · Highly resistant to abrasion, moisture, 
alkalies, acids, corrosion and varying 
weather conditions

 · Provides excellent insulation and adhesion 
in all weather conditions with long-lasting 
performance between 0°F and 221°F (-18°C 
and 105°C)

 · Compatible with rubber and synthetic 
splicing compounds

 · Long-lasting harnessing of wires and cables

 · CSA and VDE Certified, UL 510 Listed, 
IEC 60454-3-1-7/F-PVCP/90 and RoHS 
2015/863/EU Compliant

Scotch® Super 33+™

Professional Grade Vinyl Electrical Tape

Product Number Roll Size UPC Color Case Qty. MOQ

33+-3/4x76FT 3/4" x 76 FT 38060290354 Black 100 100

33+-1.5x36YD-1.5 1.5" x 36 YD 54007502364 Black 50 50

33+-2x66FT-1.5 2" x 66 FT 54007499725 Black 24 24

33+-3/4x20FT-1 3/4" x 20 FT 54007061304 Black 100 100

3M, Scotch, Super 33+, Temflex and plaid design are 
trademarks of 3M Company.
© 3M 2020. All rights reserved.
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